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3-track MSR

6 position programmable key lock

Spill resistant membrane key switch

OPTIONAL

All fully programmable and relegendable keys

PS2 or USB interface

Supports OPOS

SPECIAL FEATURES

KB-78-G / KB-78-1 Dependable, Easy-to-Use POS Utility
The last touchpoint with customers is at the checkout, and you want that experience to create a good lasting 

impression of your brand. The Partner Tech KB-78-G / KB-78-1 programmable keyboard enables your staff to 

quickly and accurately input POS data and provide great customer service.

DURABLE AND DEPENDABLE KEYBOARD

KB-78-G/KB-78-1 PROGRAMMABLE KEYBOARD



KB-78-G / KB-78-1 PROGRAMMABLE KEYBOARD
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*Specification is subject to change without prior notice

78 keys

Triple Track

6 steps keylock

Each step can be programmed as a normal key

Life cycle >= 25,000 times

With clear step rotation

PS/2: +5V/DC +-10%

USB: +5V/DC +-5%

PS/2: <100mA

USB: <100mA

40°C to +60°C

0°C to 50°C

20% to 90%

280mm (L) x 188mm (W) x 42 mm(H)

Item

Number of key

MSR (Option)

Keylock

Power supply

Current input

Storage   Temperature

Operating Temperature

Operating humidity

Dimension

KB-78-G / KB-78-1


